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Company Profile @& Blasting Nozzle

Zhuzhou Better Tungsten Carbide Company (ZZbetter) was founded in 2012 at Hunan Province, China.

[ongVentudNozzla @ @~ ==='000 @ s
We start from tungsten carbide and expands its field to boron carbide and silicon carbide in year 2013.
With the development of boron carbide and silicon carbide nozzles, we have a full line of abrasive Short Venturi Nozzle
blasting nozzles and accessories. To seperate the two different product lines (tungsten carbide product
| | | | | StrelghtBore Nozzlas @ = 0 e e
line and abrasive blasting product line), we started the company Hunan BSTEC New Material Co., Ltd.

StickUpilozzle @ @ @~ =~z @@ @00 e
BSTEC, the brand of Hunan BSTEC New Material Co., Ltd, is the acronym of Boron and Silicon Carbide : ,

Walbsiihduetlon Nozzles @ = =W 0000000000 e
Technology. BSTEC is focused on abrasive blasting nozzles and providing one-stop service for related
Sandb[asting accessories. Internal Plpe Blast & Spray DOLIGE e s s s 05 ~ 06
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Our mainly products include:

Baana Cunvei e el SR e
- A full line of abrasive blasting nozzles made of boron carbide, silicon carbide, and tungsten carbide;
- Hose couplings and nozzle holders made of nylon and metals; Bending Curved NOZ7ZI6™ = =000 s m
- Other related blasting accessories, such as blasting hoses, guns, helmets, etc.

Angle Blast Nozzle @ 1
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We have advanced producing and test facilities. We have professional technical team, sales team, Tungsten Carbide Long Venturi Nozzle oo oo
producing team and QC systems. We never stop research and develop on products according to the o | iNOR I S s sl o

market to assure our customers 100% satisfied.

Blasting Accessories @Gi#%

Choose BSTEC, let us win together!
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. é i Sandblast Couplingsand Holders e ) 15 ~16
2 = Certification No. : KESJC20231208000046702S
: 5 Applicant : HUNAN BSTEC NEW MATERIAL CO,, LTD.
QU ALITY MANAGEMENT SYSTEM ((; s : No. 1318, Huanghe North Road, Tianyuan District, Zhuzhou City,
% Hunan Province, China. 412000
CERTIFICATE OF REGISTRATION = < Manutacturer : HUNAN BSTEC NEW MATERIAL CO, LTD. Blast He Imets e ’] 7
. . ' I'(/_) No. 1318, Huanghe North Road, Tianyuan District, Zhuzhou City,
Registration No.: 07222Q30213R1S 2 U Addross :
Unified Social Credit Code: 91430211053360282W i Hunan Province, China. 412000
This is to certify that the Quality Management System of 7)) s obcci s B R e
: Zhuzhou Better Tungsten Carbide Co., LTD . o  BSHaz BHA1, BSHOS Breathing Air Conditioner
S B/V 12-305,Da Hanhuipu Industrial Park,No. 1318,Huanghe North Road, Tianyuan District, Zhuzhou City,Hunan Province,China 412000 S Trademark . NA

has been audited to conform to The above products have been tested by us with listed standards and found in complance with the

'\=1;A

GB/T19001-2016/1S0 9001: 2015

Directive 2016/425, S9'6B6/EEC. It Is possible 10 use CE marking to demonsirale the complance with

and the scopes covered by the system are @ © » o »
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7:-7' < ~;\a\nd silicon carbide products The certiicate i based on a single evaluation of one sample of above-mentioned products. It does not
:’*; A ;’/J mply an assessment of the whole production and does not permit the use of the test laboratory logo.
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701202 Expiry Date: 06-30-2025
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Organization that obiained the certificate shall accept the supervision and examination according to the O Ote O n t rO a n e ea a n a n e ----------------------------------------------------------
regulations during the validity period of the centificate.and stick the qualifying idemtification to the centificate’s
specified location If there are any differences between the contents of the Chinese and English certificates, the

Chinese version oniginal shall prevail . Please login into www . coca . gov. en for this cerificate’s validity status

This certification company address: Room 1301 Xiging Apartment, No,25, Hongei Street, Shijinzhuang City, Hebei
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Long Venturi Nozzle :::-
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{ Short Venturi Nozzle

Short Venturi Nozzle-Single Inlet, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket
Long Venturi Nozzle-Single Inlet, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket and PU Cover

Bore Dia. Length Inlet - .
Bore Dia. Length Inlet Case Liner Material Model No. Foviiaes) (m?n) - Case Liner Material
Model No. (mm) (mm) (mm)
USVC-4.8 4.8 140 32 Al + PU B4C & SiC USVC80-5 5 80 25 Al Jacket BAC&TC
USVC-6.4 6.4 140 32 Al + PU B4C & SiC
USVC80-6.5 6.5 80 25 Al Jacket B4C & TC
USVC-7.9 7.9 145 32 Al + PU B4C & SiC
USVC-9.5 9.5 170 32 Al+ PU BAC & SiC USvC80-8 8 80 25 Al Jacket BAC&TC
kel K - e A+ BAC & SI0 USVC80-9.5 0.5 80 25 Al Jacket B4C & TC
USVC-12.7 12.7 220 32 Al + PU B4C & SiC
USVC80-11 11 80 25 Al Jacket B4C & TC
USVC80-12.5 12,5 80 25 Al Jacket B4C & TC
® n ®
Long Venturi Nozzle-Double Inlets, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket and PU Cover USVCAT.6 5 - )2 S st o
Bore Dia. Length Inlet Case
MGG . (mm) (mm) (mm) LinPr NN —— USVC81-8 8 81 23 Al Jacket BAC & SiC
UDVC-4.8 4.8 135 32 Al + PU B4C & SiC |
USVC81-10 10 81 23 Al Jacket B4C & SiC
UDVC-6.4 6.4 135 32 Al + PU B4C & SiC
s P LAY e i BAC & SIC USVC105-8 8 105 23 Al Jacket B4C & SiC
UDVC-11.0 11.0 215 32 Al + PU B4C & SiC
UDVC125 o . > e S USVC105-10 10 105 23 Al Jacket B4C & SiC
USVC135-6 6 135 23 Al Jacket B4C & SiC
USVC135-8 8 135 23 Al Jacket B4C & SiC
Long Venturi Nozzle-Single Inlet, Fine Thread 1-1/4" N.P.S.M. with Steel Jacket
USVC135-10 10 135 93 Al Jacket B4C & SiC
Bore Dia. Length Inlet
~ Case Liner Material
e Model No. (mm) (mm) (mm)
USVF175-6 6 175 25 Steel B4C & SiC . . . . .
Short Venturi Nozzle-Single Inlet, Fine Thread 1-1/4" N.P.S.M. with Al Jacket
USVF175-8 8 175 25 Steel B4C & SiC
Model No. ( ) ( ) ( ) Case Liner Material
USVF175-12 12 175 25 Steel B4C & SiC mm nm mm
USVF81-6 6 81 23 Al Jacket B4C & SiC
USVF81-8 8 81 23 Al Jacket B4C & SiC
Long Venturi Nozzle-Double Inlets, Fine Thread 1-1/4" N.P.S.M. with Steel Jacket USVF81-10 10 81 23 Al Jacket B4C & SiC
Bore Dia. Length Inlet
Model No. i) (m?n) I Case Liner Material USVF105-6 6 105 23 Al Jacket B4C & SiC
UDVF175-6 6 175 25 Steel B4C & SiC USVF105-8 8 105 23 Al Jacket BAC & SiC
UDVF175-8 8 175 25 Steel B4C & SiC
. USVF105-10 10 105 23 Al Jacket B4C & SiC
UDVF175-10 10 175 25 Steel B4C & SiC
UDVF175-12 12 175 25 Steel BAC & SiC USVF135-6 6 135 23 Al Jacket B4C & SiC
USVF135-8 8 135 23 Al Jacket B4C & SiC

USVF35-10 10 135 23 Al Jacket B4C & SiC




Blasting Nozzle

o0 e O

Straight Bore Nozzle ::::
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Straight Bore Nozzle, Coarse Thread 1 1/8"-7 U.N.C. with Al Jacket
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Stick-Up Nozzle grae

Blasting Nozzle
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Stick-Up Venturi Nozzle with Aluminum Jacket - Fitting Hose ID 25mm

BSTEC ...
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Bore Dia. Length . Bore Dia. Length Inlet .
Model No. tmm] i Case Liner Material Model No. (mm) from} gt Case Liner Material
USC45-3 3 45 Al Jacket BAC& TC USU100-6 6 100 25 Al Jacket B4C & TC
USC45-4 4 45 Al Jacket B4C & TC USU100-8 8 100 25 Al Jacket B4C & TC
USC45-6 6 45 Al Jacket BAC & TC USU100-10 10 100 25 Al Jacket BAC & TC
USC45-8 8 45 Al Jacket BAC & TC USU100-12 12 100 25 Al Jacket BAC & TC
USC45-10 10 45 Al Jacket B4A4C & TC
USC45-11 11 45 Al Jacket B4C & TC
USC45-12 12 45 Al Jacket BAC & TC Stick-Up Venturi Nozzle with Aluminum Jacket - Fitting Hose ID 32mm
Model N ore D, Langth Gt Case Liner Material
Straight Bore Nozzle, Fine Thread 3/4"-14 N.P.S.M with Al Jacket - e (mm) (mm) (mm)
Bore Dia Length USU110-6 6 110 32 Al Jacket BAC & TC
Model No. ) Case Liner Material
(mm) (mm) USU110-8 8 110 32 Al Jacket B4C & TC
USF415-2.4 2.4 41.5 Al Jacket B4C & SiC USU110-10 10 110 32 Al Jacket B4C & TC
-3; USF415-4.8 4.8 41.5 Al Jacket B4AC & SiC
= USF415-6.4 6.4 41.5 Al Jacket B4C & SiC
Straight Bore Nozzle with Flanged Al Jacket ,
@ ....O.OG
Model No. — (i) Case Liner Material | ¢
| USB85-6 Al Jacket B4C : .
=~ ° 55 Water Induction Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket
< .\2 USB85-8 8 85 Al Jacket B4C
Bore Dia. Length
: Al Jacket Case Liner Material
USB85-10 10 85 acke B4C Model No. o— et Thread
USB85-12 12 85 Al Jacket B4C
UWIC-6 6 175 Coarse Al Jacket B4C & SiC
USB110-5 5 112 Al Jacket B4C
UWIC-8 8 175 Coarse Al Jacket B4C & SiC
USB110-6 6 112 Al Jacket B4C ./
/”//fl/ UWIC-10 10 175 Coarse Al Jacket B4C & SiC
USB110-8 8 112 Al Jacket B4C v
UWIC-12 12 175 Coarse Al Jacket B4C & SiC
USB110-10 10 112 Al Jacket B4C
USB110-12 12 112 Al Jacket B4C
Water Induction Nozzle, Fine Thread 1-1/4" N.P.S.M. with Al Jacket
Straight Bore Nozzle - Connect In Nozzles with Flanged Al Jacket
Model No. Bo(re D;a. L?ngt)h Thread Case Liner Material
Bore Dia. Length Inlet Dia. : mm mm
Model No. — v — Case Liner Material ~
UWIF-6 6 175 Fine Al Jacket B4C & SiC
UsSB405-6 6 40.5 25 Aldackel Bal UWIE-8 8 175 Fine Al Jacket B4C & SiC
USB405-8 8 40.5 25 fialaEal BaC UWIF-10 10 175 Fine Al Jacket B4C & SiC
USB405-10 10 40.5 25 Al Jacket B4C UWIF-12 12 175 Fine Al Jacket B4C & SiC

USB405-12 12 40.5 25 Al Jacket B4C
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Internal Pipe Blast & Spray Series Internal Pipe Blast & Spray Series sl
Internal Pipe Blasting Nozzle 360°
Internal Pipe Blast Nozzle
Model No. For Pipe I.D. Thread Case Defection Tip Material
UIPC-360° 2"~5" (60~127mm) Coarse Thread 2"-4 1/2 U.N.C. Al Jacket TC/B4C
UIPE-360° 2"~5" (560~127mm) Fine Thread 1-1/4" N.P.S.M. Al Jacket TC/B4C
Internal Pipe Blasting Nozzle 360°L |
|
|
Model No. For Pipe I.D. Thread Case Defection Tip Material 5
UIPC-360°L 3/4"~2" (18~50mm) Coarse Thread 2"-4 1/2 U.N.C. Al Jacket TC ;
UIPF-360°L-1 3/4"~2" (18~50mm) Fine Thread 3/4"-14 N.P.S.M. Al Jacket TC K> <
UIPF-360°L-2 1.3"~4" (32~100mm) Fine Thread 3/4"-14 N.P.S.M. Al Jacket TC/B4C
UIPC-360°L UIPF-360°L-1 UIPF-360° L-2 UIPF-360° UIPC-360°
Portable Internal Pipe Blast Tool for 18-50mm for 18-50mm for 32-100mm for 50-127mm for 50-127mm
Model No. For Pipe 1.D. Main Components
UPBT-1 50mm ~ 300mm Nozzle, Centering Collars, Centre Carriage Internal Pi pe Blast Tool
UPBT-2 300mm ~ 900mm Nozzles, Rotating Blast Head, Carriage, Wheels

Exchangeable Components for Internal Pipe Blasting Nozzle & Tool

Description Size (mm) Material Type
O2+x014%x] 22 TC for 18~50mm Pipe I.D.
05027 x| 45 TC for 32~300mm Pipe I.D.

Deflection Tip 06030 30 TC for 32~300mm Pipe I.D.
95x@30x%L.30 BAC I 2E3i0mm Fipe LD. UPBT-1 UPBT-1 UPBT-2 UPBT-2

for 50-127mm for 127-300mm for 300-600mm for 600-900mm
@2+D5%L15 TG for 18~50mm Pipe I.D.
@5x@11%L20 TC/B4C for 32~300mm Pipe 1.D.
Sleeve 05x011%L.25 TC/BA4C for 32~300mm Pipe I.D. Internal Pipe Spray Tool
@5xD11%L.35 TC/B4C for 32~300mm Pipe I.D.
@6x311%L70 TC/B4C for 50~300mm Pipe I.D.
------------------------------------------------------------------------------------------------------------------------------------ - g
O2+xG14%L12 TC for 18~50mm Pipe I.D. = <
for 32~127mm Pipe I.D | 4 - 4
Splitter Nozzle @5x@27 %115 TG or mm Pipe I.D. i _— A

06+ 035% 20 BAC for 50~300mm Pipe I.D. .

Portable Internal Pipe Spray Tool

Model No. For Pipe I.D. Main Components
UPST-1 50mm ~ 300mm Nozzle, Flow Limitation Ring, Bracket
UPST-1 UPST-2
UPST-2 300mm ~ 900mm Nozzles, Inner Bore Airless Sprayer, Control Box, Rubber Hose for 50-300mm for 300-900mm

©
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Fan Blast Nozzle o0 ‘Bending Curved Nozzle ::::

Fan Blast Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket Bending Curved Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with PU + Al Jacket

Bore Dia. Length

Thread Case Liner Material
R—— (mm) (mm) Model No. B()(r':g;a' Lz:g‘t)h Angle Case Liner Material
UEC-2022 2.0 %22 03.5 Coarse Al Jacket B4C & SiC
BCCP-6 6.0 100 45° PU + Al Tungsten Steel
; ¢ Al Jacket i
s e DX 8 . Y acKe G &SI BCCP-8 8.0 100 45° PU + Al Tungsten Steel
UFC-3022 3.0x22 93.5 Coarse Al Jacket BAC & SiC BCCP-10 10.0 100 45° PU + Al Tungsten Steel
£ BCCP-12 12.0 100 45° PU + Al Tungsten Steel
Fan Blast Nozzle, Fine Thread 1-1/4" N.P.S.M. with Al Jacket =
Bore Dia. Length . . —_—
Model No. i) (mm)  1hread Case  Liner Material Bending Curved Nozzle, Fine Thread G 1-1/4" with PU + Al Jacket
: , , Fine Al Jacket B4C & SiC .
UFF-2022 2.0%22 03.5 | , N Bore Dia Length Angle o Liner Material
. . (mm) (mm)
UEE-2522 25x 22 03.5 Fine Al Jacket B4C & SiC
Y — — e Fine R aelkek 558§ B BCFP-6 6.0 100 45° PU + Al Tungsten Steel
BCFP-8 8.0 100 45° PU + Al Tungsten Steel
Fan Blast Nozzle with Flanged Al Jacket BCFP-10 10.0 100 45° PU + Al Tungsten Steel
BCFP-12 12.0 100 45° PU + Al Tungsten Steel
Bore Dia.  Length Thread Case Liner Material
Model No. (mm) (mm)
UFA-2022 2.0 X 22 03.5 Nought Al Jacket B4C & SiC Bending Curved Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with Brass + Steel + Al Jacket
UEA-2522 25x 22 03.5 Nought Al Jacket B4C & SiC
BoreDia, Length Angle Case Liner Material
UFA-3022 3.0x 22 03.5 Nought Al Jacket B4C & SiC Model No. (mm) (mm) 9
| BCCS-6 6.0 100 45° Brass + S + Al TS + B4C
Banana Curved Nozzle ::: BCCS-8 8.0 100 45° Brass + S + Al TS + B4C
- St BCCS-10 10.0 100 45° Brass + S + Al TS + B4C
BCCS-12 12.0 100 45° Brass + S + Al TS + B4C
Banana Curved Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with Steel Jacket
Bore Dia. Length . : =
Model No. — b Angle Case  Liner Material Bending Curved Nozzle, Fine Thread G 1-1/4" with Brass + Steel Jacket
6. 6.4 120 45° Steel B4C PN e
UBCC-6.4 il Model No. Bo(:'e“?‘;a L(e':'gnt)h Angle Case Liner Material
UBCC-7.9 7.9 120 45° Steel B4C
UBCC-9.5 9.5 120 450 Steel B4C BCFS'6 6.0 100 45° Bl'aSS + S TS - B4C
) BCFS-8 8.0 100 45° Brass + S TS + B4C
UBCC-11.0 11.0 120 45 Steel B4C
BCFS-10 10.0 100 45° Brass + S TS + B4C
UBCC-12.7 12.7 120 45° Steel B4C
BCFS-12 12.0 100 45° Brass + S TS + B4C

Banana Curved Nozzle, FineThread 3/4"-14 N.P.S.M with Steel Jacket

Bending Curved Nozzle, Fine Thread G 1" with Brass + Steel Jacket
Bore Dia. Length

Angle Case Liner Material
Model No. (mm) (mm) &
Bore Dia. Length
Model No. Angle Case Liner Material
UBCF-6.4 6.4 117 40° Steel B4C \ (mm) (mm)
UBCF-7.9 7.9 117 40° Steel B4C BCFS1-6 6.0 80 45° Brass + S TS + B4C
UBCF-9.5 9.5 1187 40° Steel B4C BCFS1-8 8.0 80 45° Brass + S TS + B4C
) BCFS1-10 10.0 80 45° Brass + S TS + B4C
UBCF-11.0 11.0 1 |74 40 Steel B4C
BCFS1-12 12:0 80 45° Brass + S TS + B4C
UBCF-12.7 12.7 117 40° Steel B4C
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Angle Blast Nozzle ::°
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'Angle Blast Nozzle :::°
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Angle Blast Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket, 45° Angle Blast Nozzle, Fine Thread 1-1/4" N.P.S.M. with Al Jacket, 45°

Bore Dia. Length Bore Dia. Length

Model No. (i) s Outlet No. Case Liner Material Model No. — (esinsis Outlet No. Case Liner Material

UATC45-4.8-1 4.8 78 1x45° Al Jacket TE UATF45-4.8-1 4.8 78 1x45° Al Jacket 1€

UATC45-6.4-1 6.4 78 1x45° Al Jacket e UATF45-6.4-1 6.4 78 1x45° Al Jacket TC

UATC45-8.0-1 8.0 78 1x 45° Al Jacket TE UATF45-8.0-1 8.0 78 1x45° Al Jacket 1€

UATC45-9.5-1 0.5 78 1x 45° Al Jacket TC UATF45-0.5-1 9.5 78 1x45° Al Jacket TC

UATC45-4.8-2 4.8 78 2 X 45° Al Jacket TE UATF45-4.8-2 4.8 78 2 x 45° Al Jacket TC

UATC45-6.4-2 6.4 78 2 x 45° Al Jacket 1C UATF45-6.4-2 6.4 /8 2x45° Al Jacket TC

UATC45-8.0-2 8.0 78 2x 45° Al Jacket Te UATF45-8.0-2 8.0 /8 2x 45° Al Jacket TC

UATC45-9.5-2 0.5 78 2 X 45° Al Jacket e UATF45-9.5-2 9.5 78 2 x 45° Al Jacket TC

UATC45-4.8-3 4.8 78 3x45° Al Jacket TG UATF45-4.8-3 4.8 78 3x45° Al Jacket TC

UATC45-6.4-3 6.4 78 3x45° Al Jacket TC UATF45-6.4-3 6.4 78 3x45° Al Jacket TC

UATC45-8.0-3 8.0 78 3x45° Al Jacket TG UATF45-8.0-3 8.0 78 3x45° Al Jacket 1€

UATC45-0.5-3 9.5 78 3x45° Al Jacket e UATF45-0.5-3 9.5 78 3x45° Al Jacket 1C

Angle Blast Nozzle, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket, 90° Angle Blast Nozzle, Fine Thread 1-1/4" N.P.S.M. with Al Jacket, 90°

Model No. Bo(:zllr)';a. L(e':'gnt)h Outlet No. Case Liner Material Model No. Bo(::‘arlz;a. L?:“gnt)h Outlet No. Case Liner Material

UATC90-4.8-1 4.8 78 1x90° Al Jacket TC UATF90-4.8-1 4.8 78 1x90° Al Jacket TC

UATC90-6.4-1 6.4 78 1x90° Al Jacket TG UATF90-6.4-1 6.4 78 1x90° Al Jacket TC

UATC90-8.0-1 8.0 78 1x90° Al Jacket TC UATF90-8.0-1 8.0 78 1x90° Al Jacket TC

UATC90-9.5-1 9.5 78 1x90° Al Jacket C UATF90-9.5-1 9.5 78 1x90° Al Jacket Te

UATC90-4.8-2 4.8 /8 2x90° Al Jacket TC UATF90-4.8-2 4.8 /8 2 x90° Al Jacket TC

UATC90-6.4-2 6.4 78 2 x90° Al Jacket TC i - UATF90-6.4-2 6.4 78 2 x90° Al Jacket TC

UATC90-8.0-2 8.0 78 2 x 90° Al Jacket TE i N | UATF90-8.0-2 8.0 78 2 x 90° Al Jacket TG

\ UATC90-9.5-2 9.5 78 2 x 90° Al Jacket e UATF90-9.5-2 9.5 78 2 x90° Al Jacket 1C

| UATC90-4.8-3 4.8 /8 S x80] Al Jacket T1C UATF90-4.8-3 4.8 78 3x90° Al Jacket TC

UATC90-6.4-3 6.4 78 Sx 90 Al Jacket TC UATF90-6.4-3 6.4 78 3x90° Al Jacket (e

UATC90-8.0-3 5.0 /8 Sx80 Al Jacket T1C UATF90-8.0-3 8.0 78 3x90° Al Jacket TC

UATC80-6.5-3 9.5 75 S X Al Jacket TC UATF90-9.5-3 9.5 78 3x90° Al Jacket TC
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Tungsten Carbide Long Venturi Nozzle ::::
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'NozzleLiner :::
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Long Venturi Nozzle - Single Inlet, Coarse Thread 2"-4 1/2 U.N.C. with Al Jacket Single Inlet Venturi Nozzle Insert (Suitable for USVC Series)

Bore Dia. Length Inlet Bore Dia. Length Inlet
Case Liner Material Material Tvpe (PCS
Model No. (mm) (mm) (mm) Model No. (mm) (mm) (mm) yp ( )
SVCT-4.8 4.8 130 32 Al Jacket TC ISV32-4.8 4.8 130 32 BAC & SiC Two
ISV32-7.9 79 135 32 BAC & SiC One/Two
SVCT:7.9 7.9 150 392 Al Jacket TC
ISV32-9.5 9.5 160 32 BAC & SiC One/Two
SVCT-9.5 9.5 170 32 Al Jacket 1C 1SV32-11.0 11.0 185 39 BAC & SiC Two
SVCT-11.0 11.0 195 32 Al Jacket TC ISV32-12.7 12.7 210 32 B4C & SiC Two
ISV25-6.4 6.4 130 25 BAC & SiC One/Two
ISV25-7.9 7.9 135 25 BAC & SiC One/Two
. . . ; . ISV25-9.5 9.5 160 25 BAC & SiC One/Two
Long Venturi Nozzle - Single Inlet, Fine Thread 1-1/4" N.P.S.M. with Al Jacket and PU —— m—r — - Ep—p— —
ISV25-12.7 12.7 210 25 BAC & SiC Two
Bore Dia. Length Inlet
Model No. o (mm) Case Liner Material ) i i
(mm) (mm) Double Inlets Venturi Nozzle Insert (Suitable for UDVC Series)
SVFT-4.8 4.8 130 25 Al + PU TC
Inlet
SVFT-6.4 6.4 130 25 Al + PU TC Bore Dia. Length Material Type (PCS)
Model No. (mm) (mm) (mm) yp
SVFT-7.9 7.9 150 25 Al + PU TC
IDV32-6.4 6.4 130 32 B4C & SiC Two
SVFT-9.5 0.5 170 25 Al + PU TC
IDV32-7.9 7.9 135 39 B4C & SiC Two
SVFT-11.0 11.0 195 25 Al+PU L1 IDV32-9.5 0.5 160 32 B4C & SiC Two
SVFT-12.7 12.7 220 25 Al + PU TE IDV32-11.0 11.0 185 32 BAC & SiC Two
IDV32-12.7 12:7 210 32 BAC & SiC Two
: : Straight Bore Nozzle Insert
Long Venturi Nozzle - Double Inlets, Coarse Thread 2"-4 1/2 U.N.C. with Steel Jacket Y
l —— Bore Dia. oD Length —
| . Bore Dia. Length Inlet QHeLND: (mm) (mm) (mm)
S JERE 3 Case Liner Material
i ' Motes Na: (mm) (mm) (mm)
ISB35-4 4 20 35 B4C & SiC
| | DVCT-4.8 4.8 130 32 Steel 1C ISB35-6 6 20 35 BAC & SiC
‘ DVCT-6.4 6.4 130 32 Steel i@ ISB35-8 8 20 35 B4C & SiC
DVCT-7.9 7.9 150 32 Steel TC 989810 10 g2 g2 B4C & SIC
ISB35-12 12 20 35 B4C & SiC
DVCT-9.5 0.5 170 32 Steel Te
ISB45-4 4 20 45 B4C & SiC
DVCT-11.0 11.0 195 392 Steel TC — 8 o e Ry T—
DVCT-12.7 197 220 39 Steel e ISB45-8 8 20 45 B4C & SiC
ISB45-10 10 20 45 B4C & SiC
ISB45-12 12 20 45 B4C & SiC
Long Venturi Nozzle - Single Inlet, Coarse Thread 2"-4 1/2 U.N.C. with Rubber Cover ISB60-6 6 20 60 BAC & SiC
ISB60-8 8 20 60 B4C & SiC
Bore Dia. Length Inlet " " — ISB60-10 10 20 60 B4C & SiC
Model No. (mm) (mm) (mm) Hoe LIRS ISB60-12 12 20 60 B4C & SiC
ISB80-6 6 20 80 B4C & SiC
SVCTR-4.8 4.8 120 25 Rubber TG o 2 8 &0 e
SVCTR-6.4 6.4 150 25 Rubber TC ISBSO-10 10 20 80 BAC & SiC
SVCTR-7.9 7.9 160 32 Rubber TC ISB80-12 12 20 80 B4C & SiC
GTRIOE e B 7 T e ISB1951-6 6 19 51 B4C & SiC
ISB1951-8 8 19 51 B4AC & SiC
A ) Rubber TG
svel 114 114 z12 i ISB1951-10 10 19 51 B4C & SiC
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The blast gun is designed for sandblast cabins and injector sandblaster. It directs a high-speed mixture of
air and abrasive to quickly remove corrosion, coatings, heat treatment residue or other substances.

Type A

Suitable Nozzles

Blast Guns
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Suitable Nozzles

A1l A2 A3
(Threaded inlet) (Straight-in Inlet) (All-PU Jacketed)

Length: 35mm

Bore Size: 6/8/ 10/ 12mm

Suitable Nozzles

V1

(PU Airjet)

V2

(Boron Carbide Airjet)

K =

;..-f 5
I |
|
|
|

Nozzzle Length: 60mm  Nozzle Length: 80mm

Bore Size: 6/8/10/ 12mm

Suitable Nozzles

B1 B2 B3 B4
(Threaded Inlet) (Straight-in Inlet) (Threaded Inlet, (Straight-in Inlet,
Quick Connector) Quick Connector)

Type C

——
- _."‘-
| l

35mm  45mm 60mm  80mm

Bore Size: 6/ 8/ 10/ 12mm

Suitable Nozzles

USB85 + USB405 Series USB110 Series

C1 C2 C3 C4

(Threaded Inlet. (Quick Connector, (Threaded inlet, (Quick Connector,
With Bracket) With Bracket) Without Bracket) Without Bracket)

—
7 | |

35mm  45mm 60mm  80mm

Bore Size: 6/8/ 10/ 12mm

High-pressure Water Blast Gun
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‘ Sandblast Couplings and Holders

Nylon Sandblast Hose Quick Couplings

L B
0909 6 ¢
09009 & ¢

00909 0 ¢
o®o e O

for Hose Size
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Sandblast Couplings and Holders ::::
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Metal (Carbon Steel & Aluminum)) Sandblast Hose Quick Couplings

Model No. Remark Model No. Model No. for Hose Size
0x00 (Carbon Steel) (Aluminum) ID x OD Remark
Q-IM-NY 19 x 33mm with gasket
Q-IM-S Q-IM-Al 19 x 33mm with gasket
Q-1-NY 25 x39mm with gasket
Q-1-S Q-1-Al 25 x 39mm with gasket
Q-2-NY 32 x49mm with gasket
Q-2-S Q-2-Al 32 x 48mm with gasket
Q-3-NY 38 x bbmm with gasket
Q-3-S Q-3-Al 38 x 56mm with gasket
Metal (Carbon Steel & Aluminum) Sandblast Nozzle Holders
for Hose Size
Model No. ID x OD Thread Type
X Model No. Model No. for Hose Size Thread Tvpe
(Carbon Steel) (Aluminum) ID x OD yP
MHE-IM-NY 19 x 33mm 2" 4-1/2 U.N.C.
NHC-IM-S NHC-IM-AI 19 x 33mm 2" 4-1/2 U.N.C
MHE-1-NY 25 x 39mm 2" 4-1/2 U.N.C.
NHC-1-S NHC-1-Al 25 x 39mm 2" 4-1/2 U.N.C.
MHE-2-NY 32 Xx49mm 2" 4-1/2 U.N.C.
NHC-2-S NHC-2-Al 32 x 48mm 2" 4-1/2 U.N.C
MHE-3-NY 38 x bbmm 2" 4-1/2 U.N.C.
NHC-3-S NHC-3-Al 38 x 56mm 2" 4-1/2 U.N.C
HE-1-NY 25 x39mm 1-1/4" N.P.T. no gasket
NH-IM-S NH-IM-Al 19 x 33mm 1-1/4" N.P.S.M.
HE-2-NY 32 x49mm 1-1/4" N.P.T. no gasket
NH-1-S NH-1-Al 25 x 39mm 1-1/4" N.P.S.M.
HE-3-NY 38 x 56bmm 1-1/4" N.P.T. no gasket
NH-2-S NH-2-Al 32 x 48mm 1-1/4" N.P.S.M.
Nylon Sandblast Thread Claw Couplings e A AR e e
Model No. Thread Type Remark
| Metal (Carbon Steel & Aluminum) Sandblast Thread Claw Couplings
SB-1-NY 1-1/4" N.P.T. with gasket
SB-2-NY 1-1/2" N.P.T. with gasket Model No. Model No. Thread Tvpe
(Carbon Steel) (Aluminum) yp Remark
SB-3-NY 2"4-1/2 U.N.C. with gasket
SB-1-S SB-1-Al 1-1/4" N.P.T./ B.S.P. with gasket
Metal (Cast Iron) Sandblast Hose Quick Couplings S0 SBoAl 2 NPT /B.SP O
for Hose Size
Model No. ID x OD Remark
Rubber Gasket
Q-1-C 25 x 39mm with gasket
Q-2-C 32 X 49mm with gasket Model No. ID (mm) Type
NBR-Q-NY 32 for Q-NY and SB-NY series
Model No. Thread Type Remark NBR-H-NY 25 for MHE series
NBR-Q-M 32 for Q and SB metal material series
SB-1-C 1-1/4" N.P.T. with gasket
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Blast Helmet :::: Breathing Air Filter & Replacement Cartridge :::*
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The very comfortable, lightweight and value-for-money helmet is suitable for any kind of abrasive blasting work. Its design ensures Description
constant airflow to the visor in order to prevent misting. The helmet is generally equipped a cape, a breathing hose and some extra Type P

lenses.

Designed to be used for supplying clean air to the blasting helmet,
remove condensate, oil and up to 98% of particles having a size of

Model No. Type Main Components Available Colors BAF
0,5 microns less. It is equipped with a pressure regulator, a pressure
gauge, a safety valve and a drain valve.

. Helmet Frame, PVC Lenses,
BSH-01A Panorama View Cape, Breathing Hose Yellow
Air Filter Cartridge is for the BAF breathing air filter. The cartridge
BSH-01B Window View Holiiet Fiaiip, PYC Lensess. Cape vallow - should F)e replaced after ca. 450 hours of opere?tlon. The freq.uency
of cartridge replacement depends on the quality of air supplied to
the helmet.
Model No. Type Main Components Available Colors

o0 e 0
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Romote Control Handle (Deadman Handle) ::::

oy
«

Helmet Frame, PVC Lenses,
Yellow / Red / Blue / Black

BSH-02A Panorama View Cape, Breathing Hose
The RCH remote control handle is fastened to the nozzle and connected to the RCV remote control valve using a dual hose.
BSH-02B Window View P e PVGriass LBltsos Yellow / Red
Cape, Breathing Hose
Model No. Type
; RCH-1 Pneumatic Control, Air Bleed
Model No. Type Main Components Available Colors
Helmet Frame, PVC Lenses,
BSH-03 Window View . Blue _
Cape, Breathing Hose RCH-2 Pneumatic Control, Non Bleed
> o S & .o.o.ooc-.-.
Breathing Air Conditioner :::-
U RCH-3 Electric Control

The breathing air conditioner is designed for use with blast helmets. It functions according to the principle of airflow separation
and intended for heating or cooling breathing air which travels from the breathing air filter to the blast helmets.

e e 0
o900 O

'Remote Control Valve :

Model No. Type Description
The remote control valve is used for controlling the compressed air feed to the machine while simultaneously controlling air

BAC-01 Adjustable temperature from 10° ~ 40° for Blast Helmet BSH-01 Series blow-out from the machine.

Model No. Type Description
BAC-02 Single cold / hot for Blast Helmet BSH-02 Series

Combination of inlet and exhaust

RCVS-2000 11/4" inlet valve valves along with silencer / muffler

BAC-03 Adjustable temperature from 10° ~ 40° for Blast Helmet BSH-02 Series
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" Rubber Blasting Gloves :i:
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Blast gloves are designed to withstand the harsh environment within a blast cabinet. All BSTEC blast gloves are very

comfortable and provide excellent durability and functionality.

Model No. Surface Type Cuff Width (mm) Length (mm) cColor

BGS-3068 Smooth
BGC-3068 Crepe

BGP-3068 Particle
BGP-3060 Particle
BGP-2548 Particle

- Blasting Hose ::

Internal Hose: Black NR/BR/SBR - abrasion resistant, electrical conductive, smooth
Reinforcement: D2 EP fabric, 2 ply construction

Covering: Black NR/SBR, resistant to ozone and weather, cloth impression
Standard: Abrasion loss of the tube according to DIN SO 4649: 52~60 mm?
Operation Temperature: To +80 °C

Working Pressure: 8 Bar - 12 Bar

Safety Factor: 3: 1

300

300

300

300

250

680 Black
680 Black
680 Black
600 Black + Green
480 Black

Model No. Hose I.D. 1.D. x O.D. Length
BH2P-13 1/2"inch 13 x 27mm 20M / 40M
BH2P-19 3/4" inch 19 x 33mm 20M / 40M
BH2P-25 1"inch 25 x 39mm 20M / 40M
BH2P-32 11/4"inch 32 x 48mm 20M / 40M
BH2P-38 1 172 38 x 55mm 20M / 40M

Blasting ACCessories

' Whipcheck Safety Cable (Hose to Hose) :::°
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Whipchecks are used at all blast hoses for the safe holding of coupled connections in case of accidental separation.

Model No. Cable Dia. Length Capacity (Hose ID)
WCHH-01 1/8" 20-1/4" 172" ~ 1-1/4"
WCHH-02 1/4" 38" 1-1/2" ~ 3"
WCHH-03 3/16" 28" 1-1/2" ~ 2"
WCHH-04 3/8" 44" 4"
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FSV-01

TSV-01 CMV-01

CMV-02

HSV-01 HSV-02




